KENWOOD 


CD-2280M/CD-2260M CD Changer Quick-Start Guide 


In this guide we'll show 

you: 

* How to use Simultaneous Dual-Room 
Play and Continuous Play (CD-2280M) 


* How to mute DTS CDs during 
Continuous Play (CD-2280M) 


* How to enter disc and track names 


* How to set up the VR-2090 receiver for 
Dual-Room Play with the CD-2280M 


Simultaneous Dual-Room Play (CD-2280M only) 


The CD-2280M has dual disc transports. Transport A piays through analog output A and the digital output; 
transport B plays through analog output B. You can play discs on both transports at the same time for 
Simultaneous Dual-Room Play. 


To activate either transport, 
press the front-panel 
OPERATION button. 


The A and B indicators above 
the button will light accordingly 


The player’s front-panel trans- 
J port controls will operate the 
active transport 


Continuous Play 1. Select 
(CD-2280M only) Transport A 


(see above) 


3. Press CONTINUOUS PLAY 
The display reads: 
CONTINUOUS PLAY 

Note: 


* During Continuous Play 
the same signal plays from 
analog outputs A and B 


By alternating between its two 
disc transports, the CD-2280M 
can play tracks continually with- 
out any interruption between 
tracks 


2. Press PLAY, 
or activate one 
of the following 


playback 

modes: * The digital output is not 

All Disc used during Continuous 

Random Play, Play 

Nome Play, * DTS CDs that are muted 
sic Type omanscre” acy | ears by the user (see next 

Play, Best = page) will be skipped dur- 

Selection Play ing Continuous Play so 

that digital noise is not 


REMOTE CONTROL UNIT 
RC-POS06 


sent through the analog 
output 
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Muting DTS CDs During Continuous 
Play (CD-2280M only) 


DTS Multi-Channel Music CDs contain information that plays through 
the CD-2280M’s digital output only. 


To prevent digital noise from being played through the analog out- 
puts during Continuous Play or when listening to music in Room B of 
a Dual-Room instailation, the user must “mute” DTS-encoded CDs 
so that they can be automatically skipped. 


When playing DTS music CDs, make sure you have activated the 
digital input on your receiver or decoder. 


5. Use the 10-key pad 
to select the disc 


The display flashes: 
Des MUTE Ot 
6. Press SET 
The display stops 
flashing and reads: 
MUTE GH 
7. Repeat steps 1-6 for 


each DTS-encoded 
cD 


1. Press MODE 
The display reads: 
TITLE THMPUT 


KENWOOD 


2. Press DISC SKIP_unti! 
the display reads: 


CTS ARALOG MUTE 


3. Press SET —— 


The display flashes: 
MUTE OH 
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4. Press SET again 


The display stops flash- 
ing and changes to: 


SELECT B 


To Un-Mute a DTS CD: 


Repeat steps 1-6, but after step 3, 
press DISC SKIP. The display will 
flash: 


MOTE OFF 
Then proceed with steps 4-7. 


Naming Discs and Tracks 


Discs can be given disc names (up-to 25 characters), 
and up to 20 tracks per disc can also be named (up 
to 15 characters each). 


Although the most convenient time to enter disc and 
track names is when you insert the discs into the 
player for the first time, (that way the player keeps 
track of the disc names for you as you insert the 
discs), you can use this procedure to enter or change 
disc and track names any time you want. 


These instructions explain how to enter disc names 

when you insert the discs into the player for the first 

time. 

AY Open the loading door and leave 
it open for this entire operation 


BB Select an empty disc slot 


Enter the disc num- The disc tray 


ber directly on the will rotate so 
10-key pad, that the slot is 
in the loading 
position, and 
Then press ENTER the display will 
show the disc 
OR: number: 


Use the DISC SKIP_E 
buttons to select 
the disc 


Insert a CD in the empty slot. Make 
sure the label faces towards your 


right. 


1 FACES 
Last FACES =p 
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'D| Enter the disc name 


1: Press MODE. The dis- 
play flashes: 


TITLE INPUT 


2: Press SET. The dis- 
play reads: 
[Ie-- T-- SELECT 
then the disc number 
you selected will flash: 


Dd 


3: Press SET again. The 
display will stop flash- 
ing and will change to 
the alphanumeric 
character display: 


zg SSEAEC 


4: Use the 10-key pad to 
select characters (see 
step 8 for details) 


5. Use CHARACTER/P.MODE 
to shift between capital 
letters, lowercase letters 


and numbersisymbols | 


6: Use SPACE/CHECK 
to enter spaces 


7: If you make 


mistake, 
use DELETE/CLEAR ee 


to erase your last entry 


continuous susout] |// 


CONFIRM PLAY.» MONITOR | _poyER 


BEST ABC DEF 
SELECTION 


REPEAT 4 § S 
COICO CO COC) 
RANDOM Z a E) 


COo;COUCUC 


piseLay | +100 [i 


Y IC)CeHC) 


Aes Tepe agin 
Co }Cs Crt) 


SET ENTER [| >/M 
C7 CF 


CHARACTER’ space CHARACTERISEARGH 


7 


B.MODE = CHI a | 
—) Ce dvICO) Co) 
DOWN UF 


INSERT beceTe 
CoC OIC) COC) 


L. cursor —1 


“| 
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8: Press a button once, 
twice or three times to 
select the different 
characters shown 
above it. The selected 
character flashes on 
the display. (You can 
also use the CHARAC- 
TER SEARCH buttons 
to select characters.) 


9. After selecting each 
character, press SET 
to enter it 


10:Press ENTER 


The display reads: 


TITLE STORE! 


11: The display then 
switches to show the 
disc number, and the 
first track number 
flashes: 


oy 


To enter track names: 
12.Repeat steps 3-10 


13:The display then switch- 
es to show ihe disc num- 
ber, and the next track 
number flashes: 


DERE The 


14 Repeat steps 3-10 for 


each track on the disc. 
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Setting-up the VR-2090 for Dual-Room operation with the CD-2280M 


Hf you're using a CD-2280M with a VR-2090 receiver in a dual-room installation, you need to use the PowerPad 
remote to set up the CD2/Tape2 input of the VR-2090 for CD2 


4] Select MAIN MENU, then select SETUP 


* The SETUP 


imal oS, BB ae ee 

eee we ee menu 
LsnjSnd]Fnc] Setup automati- 

(Surround J(__ Input): cally 

C IR J(__ Macro J appears 
Download j{Multi Room 

(Back Light) 


Ei Select the MULTI-ROOM icon 


; Mutt Zoom 8 * The dis- 
: ves Se play box 
Multi Room |] No ¥ changes to 
Room AF 


: Ea Select the INPUT icon 
\ 


Gr) G9 Be oe Vee fed Ee) | * The eur 
a 2 & ae EB ONG be ee menu 
LsniSndjFnc] Set\ip |  automati- 


(Surround JC Input) cally 
( IR J(_ “Macro ): appears 


Download (Mutt Room 
Back Light 


Note: 


2 | Select MULTI ROOM 


= 


Lan[SndlEne Sel up no 
(Surround )(__Input _); 
CIR JC Mdcro __}, 

Downioad_}(Multi'Room)}. 


jeScmicceas) vot] 
CZene Select IEE 


EF sovcimes Select the CD2/TAPE2 icon 


Se arnee 
MD/Tapei 


a 


* The muLti- 
ROOM menu 
automatically 
appears 


* The setup 
menu 
reappears 


* The dis- 
play box 
changes to 


Program both PowerPad’s CDi and CD2/Tape2 inputs to control the CD-2280M using IR code number ‘8992’. For pro- 
gramming instructions see the PowerPad Remote Commander Quick-Start Guide, or page 21 of the VR-2090/VR-2080 


* instruction manual. 


